
                 

 
 

 

 

Tender Specifications 

 

 

 

 
 

 

SunRise FLXFC 
IP65 modular LED blinder with 2x300W 

RGBWW+Amber LED sources



 

1. General Requirements 
1.1. The luminaire shall be an IP65-rated modular LED blinder suitable for professional 

touring and temporary outdoor applications. 

1.2. The fixture shall provide full-colour output with authentic Tungsten dim-to-warm 

emulation. 

1.3. It shall be equipped with a special calibration and color management system to 

ensure advanced color control and high consistency across fixtures. 

1.4. The fixture shall include on-board hardware with fast anchor points for front-

mounted accessories and mechanics for modular assembly of multiple fixtures; a 

bracket system shall be available for simple array mounting. 
 

2. Light Source 
2.1. The luminaire shall utilize 2 × 300 W RGBWW + Amber LED engines. 

2.2. The fixture shall support white presets with correlated color temperatures (CCT) 

adjustable from 2,700K to 10,000K, with additional green/magenta correction and 

tungsten emulation. 

2.3. The LED source life expectancy shall be > 50,000 h (L70B10 @ Ta 25 °C). 

2.4. The LED drive shall operate flicker-free with selectable PWM 1,000–25,000 Hz. 

2.5. The strobe/shutter function shall operate 1–30 Hz (electronic). 

 

3. Optical System 
3.1. The fixture shall provide manual pan regulation of ±20° for each pod, enabling per-

pod directional adjustment. 

3.2. The product shall deliver a beam angle of 53° and a field angle of 92°. 

 

4. Photometric Performance 
4.1. The fixture shall deliver a luminous flux of 32,920 at Full On. 

4.2. The luminaire shall deliver a peak illuminance of 1,520 lx @5 m (Full On). 

4.3. The fixture shall deliver a luminous flux of 30,193 lm @3,200K and 29,084 lm 

@5,600K. 

4.4. The luminaire shall deliver a peak illuminance of 1,401 lx @5 m (3,200K) and 1,351 lx 

@5 m (5,600K). 

4.5. The source shall provide a CRI of not less than 92.8 at 3,200K and 93 at 5,600K. 

4.6. The source shall provide a R9 of not less than 96,9 at 3,200K and 86 at 5,600K.  

 

5. Control And Interface 
5.1. The luminaire shall support DMX512, RDM, Art-Net, and sACN protocols. 

5.2. The fixture shall provide selectable DMX modes from 1 to 35 channels, including 16-

bit control for key parameters and pixel2pixel control.  



 

 

5.3. The luminaire shall be equipped with a graphic display for configuration, with a self-

charging display battery for setup without mains. 

5.4. The electronic dimmer shall operate 0–100 % with six selectable dimmer curves. 

5.5. Wireless control shall be optional via LumenRadio Timo Fx (DMX/RDM), compatible 

with CRMX and W-DMX 

5.6. Firmware upgrades must be performed via DMX with UPBOXPRO/UPBOX1 (USB-

DMX interface not included). 

5.7. The fixture shall incorporate EtherFlow Ethernet pass-through switching that 

preserves network connectivity even when unpowered. 

 

6. Mechanical And Physical Data 
6.1. The fixture housing shall be constructed from die-cast magnesium alloy, black finish.  

6.2. The luminaire shall be equipped with tool-free modular rigging mechanics on 

horizontal and vertical axes. 

6.3. Physical dimensions shall be 542 mm (W) x 173 mm (H) x 192 mm (D). 

6.4. Weight shall be 9.9 kg (21.83lbs). 

6.5. The fixture shall operate with active convection cooling, with IP low noise fan. 

 

7. Electrical 
7.1. The luminaire shall be capable of operation on 100–240V AC, 50/60Hz power supply. 

7.2. The maximum power consumption shall not exceed 630W. 

 

8. Environmental 
8.1. The luminaire shall be designed to operate at ambient temperatures from -20°C to 

+45°C. 

8.2. The fixture shall have an IP65 protection rating for temporary outdoor applications, 

not for fixed installations. 

 

9. Certifications 
9.1. The fixture shall be certified to CE (including LVD and EMC) and RCM, complying 

with applicable safety and EMC directives. 

 

10. Accessories 
10.1. The luminaire shall be compatible with the following accessories (as listed in the 

official datasheet): 

• Flight Case for 6 pcs. 

• Honeycomb louvre. 

• Concentric louvre. 

• Wireless Kit. 



 

 

• Floor Bracket. 

• Vertical mounting bracket. 

• Horizontal mounting bracket. 

• Adjustable bracket for hanging or floor mounting. 

• Horizontal suspension bracket. 

• Vertical suspension bracket. 

• Quick-lock omega bracket, 6 cm height, M12 hole. 

• Spacer. 

• Spigot. 

• Aluminium clamp. 

• Security Cable. 

• Firmware uploader UPBOXPRO 

 

Approved device shall be the PROLIGHTS SunRise 2FLXFC; no alternates or equals. 
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